
Actual Size

DASH NUMBER*

INDUCTANCE 

±10% (µH @ 1.00 kHz)

DC RESISTANCE

MAXIMUM (OHMS)

CURRENT RATING

MAXIMUM (A DC)

INCREMENTAL

CURRENT (A DC)

SERIES 5500R
5500

High Current Power Chokes

Physical Parameters
                   Inches                       Millimeters
A                 1.020 to 1.080           25.91 to 27.44
B                 0.480 to 0.510           12.20 to 12.96
C                 0.520 Maximum        13.21 Maximum
D                 0.240 Minimum         6.10 Minimum
E                 0.120 to 0.160           3.05 to 4.07
F                 0.500 (Ref. Only)      12.70 (Ref. Only)
G                 0.250 (Ref. Only)      6.35 (Ref. Only)
Dimensions "A" and "C" and "G" are over the terminals.
Operating Temperature Range -55°C to +130°C
Current Rating at 85°C Ambient 45°C Temperature Rise
Maximum Power Dissipation at +85°C: 1.166 Watts Maximum
Inductance Measured @ 1 kHz with 0 ADC on Wayne Kerr 
3245A, or equivalent.
Incremental CurrentThe amount of DC that decreases the 
Inductance by 5% maximum relative to the 0 ADC. 
Dielectric Withstanding Voltage Meets MIL-STD-202, 
Method 301, 1000 Vrms Minimum
MarkingDelevan; dash number; date code/lot symbol (YYWWL).
Note: An R before the date code/lot symbol indicates a RoHS
Compliant choke.
Example: 5500R-392K                                            
               DELEVAN
               392
               R 1822A  
Thermal Shock Meets MIL-STD-202, Method 107, 
Test Condition A-1 (-55°C to +130°C). 
Mechanical Shock Meets MIL-STD-202, Method 213, 
Test Condition I.
Vibration Meets MIL-STD-202, Method 204, Test Condition D
Solderability Meets MIL-STD-202, Method 208
Terminal Material and Final Finish
Series 5500R: (Tin - Silver - Copper) Sn96.5Ag3.0Cu0.5 over Copper (Cu)
Series 5500: (Tin - Lead) Sn63Pb37 over Copper (Cu)
Weight 13 Grams Maximum
PackagingTape and Reel (44mm): 13” reel,
200 pieces max: 7” reel not available
Made In The U.S.A.

Power Inductors
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OPTIONAL TOLERANCES:   J = +/- 5%  L = +/- 15%

The Suffix (Optional Tolerance “J” or “L”) should replace the “K”, in the dash number.
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