
Actual Size

Military Specifications
Series 105 MIL-PRF-83446 (Reference)
Series 108 MIL-PRF-83446/8 (Reference)

Physical Parameters for Series 105
                  Inches                      Millimeters
A                0.075 Max.               1.91 Max.
B                0.100 ± 0.010          2.54 ± 0.25
C                0.100 ± 0.010          2.54 ± 0.25
D                0.050 Min.                1.27 Min.
E                0.015 Min. (Typ.)      0.38 Min. (Typ.)
F                 0.020 Max. (Typ.)     0.51 Max. (Typ.)

Physical Parameters for Series 108
                  Inches                      Millimeters
A                0.070 Max.               1.78 Max.
B                0.100 ± 0.010          2.54 ± 0.254
C                0.100 ± 0.010          2.54 ± 0.254
D                0.050 Min.                1.27 Min.
E                0.025 ± 0.005 (Typ.)0.635 ± 0.13 (Typ.)
F                 0.020 Max. (Typ.)     0.51 Max. (Typ.)

Weight Max. (Grams)  0.05

Current Rating at 90°C Ambient 35°C Rise

Operating Temperature Range –55°C  to +125°C

Maximum Power Dissipation at 90°C 0.135 W

Mechanical Configuration Units are epoxy
encapsulated. Contact areas for reflow soldering are gold
plated per MIL-G-45204 Type 1-Grade A. Internal
connections are thermal compression bonded.

Packaging Tape & reel (8mm): 7" reel, 2000 pieces max.;
13" reel, 8000 pieces max.

Made in the U.S.A.

MIL DASH # (Reference)

SERIES 105R & 108R
105 & 108

Micro i® Chip Inductors

SRF MINIMUM (MHz)

DASH NUMBER*

INDUCTANCE (µH)

Q MINIMUM

TEST FREQUENCY (MHz)

DC RESISTANCE

MAXIMUM (OHMS)

CURRENT RATING

MAXIMUM (mA)

TOLERANCE

RF Inductors
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Optional Tolerances:  J = 5%  H = 3%  G = 2%  F = 1%

*Complete part # must include series # PLUS the dash #

8/2021


